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Centrifugal Fan KI'.\KIJ®
KU-133A OR series

) 73+1 __ ] O133+1 i
(@ 1 33 x 73 mm) ='|’|,41 61.6 ) 12.0 EO-S
®5.24 x 2.87 inch = ’L J—;r ®58.0
¥{EBE Operating Temperature:  -10°C ~ +70°C - ¥ n — .
Fi#EE Storage Temperature: -40°C ~ +85°C _E\
ARG ATHRHGSRREK o2 ||| 5
Bearing System:  Fully sealed long life double ball bearings o @ =T
—————————————————————————————————————————————— g = =
¥ W RASHMEELERL SR TE RELEREERR 2
Impeller: Aluminum plate stamping tensile forming / _-A

with laser welding process,surface treatment N

(ED coating+powder coating)
HIZEIKE Motor Base: #&&EHE Die Casting Aluminum T 4 sdadai i
______________________________________________ s
5|#&RE Lead Wires: 450mm .

[ L=450mm

Pa Inch-H>O
1.20

288 -

2404096 F

192
0.72 |

144 -

048 [
96 -

Static Pressure (Max rpm)

0.24
48 -

0 40 80 120 160 CFM
0 80 160 240 320 m3/h
Air Flow (Max rpm)

() 2700 RPM (® 3000 RPM
(O 2800RPM () 3200 RPM

AT - \ |

SAVER E311598

RoHs CG

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise evel Weight
Pressure

EB(V) H\ERMHz) =‘BREA) HEW) HERPM) EE(CFM) 7E(inch-HO) IRE(dbA) EE(9)
@ KU133AHA(1)1B(OR) 110~120 50/60  0.39/0.31 33/31 2800/3200 120/141 0.84/1.20 959/63 880
@ KU133AHA(1)2B(OR) 220~240 50/60 0.17/0.16  32/33  2800/3200 120/141 0.84/1.20 99/63 880
@ KU133AHA(1)3B(OR) 380~400 50/60 0.12/0.10 33/32 2800/3200 120/141 0.84/1.20 99/63 880
@ KU133AHA(3)3B(OR) 380~400 50/60 0.07/0.06 25/26 2/00/3000 116/132 0.81/1.13 98/61 880

AR, REP()RFEME, (3)FX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

28R Specification

K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!
www.shKAKU.com




K&Ku(@ Centrifugal Fan B

KU-133B OR series

((D 133 x91 mm) 29.4 61.6 — 130 3
(D 5.24 x3.58 inCh B J—;r ®58.0
J

[
Y

{EIRE Operating Temperature: -10°C ~ +70°C \ n ;
Fi#EE Storage Temperature: -40°C ~ +85°C i §~ \
BRZG STHEENERGR N 2L =
Bearing System:  Fully sealed long life double ball bearings -~ | 2| §
—————————————————————————————————————————————— 2| o
¥ W RARHEELARLALERTE RECTHHERE A
Impeller: Aluminum plate stamping tensile forming / || £

with laser welding process,surface treatment Tk et |

(ED coating+powder coating)

“d
“““““““““““““““““ P | s epcs
BIEKE Motor Base: #H&€EsE Die Casting Aluminum 1 4x5
““"““““‘.‘ —————————————————————— 4_’4“'
3|&&RE Lead Wires: 450mm /. 48 [}H]

| L=450mm
Pa Inch-H,O
1.20

288 -

2401 0.96

Al
(o)
N

0.72

144 -
0.48

Static Pressure (Max rpm)
&

0.24
48 -

0 40 80 120 160 CFM

0 80 160 240 320 m3/h
Air Flow (Max rpm)

() 2700 RPM ® 3100 RPM
(® 3000 RPM

AT -\ |

SAVER E311598

RoHs C€

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise Level Weight
Pressure

EB(V) H\ERMHz) =BREA) HEW) HERPM) EE(CFM) #E(nch-H0) IRE(dbA) EE(9)
KU133BHA(1)1B(OR) 110~120 50/60 0.26/0.25 26/27 27/00/3100 141/167 0.71/1.02 o7/61 780
KU133BHA(1)2B(OR) 220~240 50/60 0.18/0.16  34/33  2/00/3100 141/167 0.71/1.02 o7/61 780
KU133BHA(1)3B(OR) 380~400 50/60 0.10/0.09 32/29 2700/3100 141/167 0.71/1.02 o7/61 780
KU133BHA(3)3B(OR) 380~400 50/60 0.08/0.07 28/27 2700/3000 141/162 0711089 57/60 780

SR, FAH()RFREME, (3)EX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

28k Specification

BT EIE S, HEZAREAZR! Please contact customer service in case any update information! KAKU‘@
www.shKAKU.com




Centrifugal Fan KI'.\KIJ®

KU-175A OR series

(P175x68.5 mm) 06 61.9
0 6.89 x 2.7 inch

A

A

14.0 %

J—f ®58.0

_W(El Y Y

1R{EIBE Operating Temperature:  -10°C ~ +70°C

TF#IEE Storage Temperature: -40°C ~ +85°C

L VEES S EEIHREMERIRTA
Bearing System:  Fully sealed long life double ball bearings

X Iy SReWVEENARIAAERIE RECTKEERE

Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment
(ED coating+powder coating)

‘ —
|

M4 X 5PCS

5|4 RE Lead Wires: 450mm

Pa Inch-H>O
2.00
480 - a )

4004 1.60 &

320 -
1.20

240 1

0.80
160 +

Static Pressure (Max rpm)

040 F
80 1

0 70 140 210 280 CFM

0 140 280 420 560 m3/h
Air Flow (Max rpm)

() 2600 RPM (® 3000 RPM
(® 2900 RPM

AT - \ |

SAVER E311598

RoHs CG

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise evel Weight

28R Specification

Pressure
ERE(V) 3ERMHz) FERA) HEW) #HERPM) REZ(CEM) #8E(nch-HO0) KRE(dbA) Z==Z(9)
. KU175AHA(1)1B(OR) 110~120 50/60 0.62/0.51 55/53  2600/3000 262/301 1.23/1.61 67/71 1000
. KU175AHA(1)2B(OR) 220~240 50/60 0.23/0.24 48/53 2600/3000 262/301 1.23/1.61 67/71 1000
. KU175AHA(1)3B(OR) 380~400 50/60 0.14/0.16 51/55  2600/3000 262/301 1.23/1.61 67/71 1000

. KU175AHA(3)3B(OR) 380~400 20/60 0.15/0.11 28/49  2600/2900 262/291 1.23/1.56 6//70 1000
AR, REP()RFEME, (3)FX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!
www.shKAKU.com




K&Ku(@ Centrifugal Fan B

KU-T90A OR series

(0190 x 68.5 mm) 5.
®7.48x 2.7 inch

Y
A
Y

A
Y

14.0 |EI)-O.S-
®58.0

!

L

#21Ei8E Operating Temperature: -10°C ~ +70°C ) IS ‘

TFIEE Storage Temperature: -40°C ~ +85°C

L VN EEHREWERIRHA
Bearing System:  Fully sealed long life double ball bearings

X Iy BRsRVEENARIIAERIE RECTKEEREE

Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment
(ED coating+powder coating)

FIERE Motor Base: #&2EE Die Casting Aluminum o

5| RE Lead Wires: 450mm

®125.5 ;0
©170.0 03

d131x1

I

S

|
B
\

M4 X 5PCS

v
"
T

Pa Inch-H,O
240

9l5™

480 1.92

384
1.44

288 -

0.96
192 =

Static Pressure (Max rpm)

0.48
96 -

0 80 160 240 320 CFM
0 160 320 480 640 m3/h
Air Flow (Max rpm)

() 2600 RPM
G 2900 RPM

AT - \ |

SAVER E311598

RoHs C€

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise Level Weight
Pressure

EB(V) H\ERMHz) =BREA) HEW) HERPM) EE(CFM) #E(nch-H0) IRE(dbA) EE(9)
KU190AHA(1)1B(OR) 110~120 50/60 0.68/0.76 ©69/82  2600/2900 348/385 1.63/2.22 12/75 1500
KU190AHA(1)2B(OR) 220~240 50/60 0.30/0.40 65/79 2600/2900 348/385 1.63/2.22 12/15 1500
KU190AHA(1)3B(OR) 380~400 50/60 0.18/0.23 35/74  2600/2900 348/385 1.63/2.22 12/15 1500
KU190AHA(3)3B(OR) 380~400 50/60 0.13/0.13 54/70  2600/2900 348/385 1.63/2.22 12/15 1500

SR, FAH()RFREME, (3)EX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

28R Specification

BT EIE S, HEZAREAZR! Please contact customer service in case any update information! KAKU'@
www.shKAKU.com




I Centrifugal Fan

KU-220A OR series

(0220 x71 mm)

®8.66 x 2.8 inch i
00 X 2.8 INC @ ) — _ ©58.0

1R{EIBE Operating Temperature:  -10°C ~ +70°C \ i T

71£1.0 ®220+1
21.0 1%

A
Y
A

o
Jw
L
ol
>
N

______________________________________________ —
TF#IEE Storage Temperature: -40°C ~ +85°C 2l [T

h N o . g
B R AR EEIREMERIRA L T = <
Bearing System:  Fully sealed long life double ball bearings if % e I ;
““““““““““““““““““““““““““““““ a = e o
§ % SALKHEELRELLEETIE RRETAEERE (I |
Impeller: Aluminum plate stamping tensile forming A

with laser welding process,surface treatment
(ED coating+powder coating)

M4 X 5PCS

5|4 RE Lead Wires: 450mm

Pa Inch-H>O
3.00

720 A

6004240 F

480 +
1.80

360

1.20
240 -

Static Pressure (Max rpm)

0.60 F
120 -

0 120 240 360 480 CFM

0 240 480 720 960 m3/h
Air Flow (Max rpm)

() 2600 RPM (® 2900 RPM
(® 2800 RPM

AT - \ |

SAVER E311598

RoHs CG

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise evel Weight
Pressure

EB(V) H\ERMHz) =‘BREA) HEW) HERPM) EE(CFM) 7E(inch-HO) IRE(dbA) EE(9)
@ KU220AHA(1)1B(OR) 110~120 50/60 0.98/1.20 96/125 2600/2800 523/575 1.91/2.53 74/76 19350
@ KU220AHA(1)2B(OR) 220~240 50/60  0.45/0.57 95/125 2600/2800 523/575 1.91/2.53 74/76 1930
@ KU220AHA(1)3B(OR) 380~400 50/60 0.26/0.34 85/118 2600/2800 523/575 1.91/2.53 74/76 1930
@ KU220AHA(3)3B(OR) 380~400 50/60 0.22/0.22 90/116 2600/2900 523/596 1.91/2.62 r4/77 1930

AR, REP()RFEME, (3)FX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

28R Specification

K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!
www.shKAKU.com




K&Ku(@ Centrifugal Fan B

KU-225A OR series

. 85%+1.0 y . 0225+1 _

(D225 x85 mm) S| 715 280
®8.86 x3.35 inch - t J—: > 058.0
¥{EBE Operating Temperature:  -10°C ~ +70°C ) | P / / | ~ 5
______________________________________________ \ . ;
F#mE Storage Temperature: -40°C ~ +85°C \ \ I ﬂ
B 2 A EEHREWERIEA by 3; i? \
Bearing System:  Fully sealed long life double ball bearings g g I . |
£ % PACEHEELRERLERTE FRATLHELE 1% 7 ° ~ ,,
Impeller: Aluminum plate stamping tensile forming P

with laser welding process,surface treatment -

(ED coating+powder coating)
T e . 5 M4 X 5PCS
BIEKE MotorBase: sma&EiE Die Casting Aluminum
5|#&RE Lead Wires: 450mm F

Pa Inch-H,O
3.60

864 -

720 2.88 \

576

o \
432 -

288 -

Static Pressure (Max rpm)

0.72
144 -

0 160 320 480 640 CFM

0 320 640 960 1280 m3/h
Air Flow (Max rpm)

() 2600 RPM ® 2900 RPM
(® 2700RPM () 3000 RPM

AT - \ |

SAVER E311598

RoHs C€

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise Level Weight
Pressure

EB(V) H\ERMHz) =BREA) HEW) HERPM) EE(CFM) #E(nch-H0) IRE(dbA) EE(9)
KU225AHA(1)1B(OR) 110~120 50/60 1.90/2.10 160/210 2600/2900 577/633 2.26/3.09 {Tire 2600
KU225AHA(1)2B(OR) 220~240 50/60 0.98/1.04 160/208 2600/2900 577/633 2.26/3.09 77179 2600
KU225AHA(1)3B(OR) 380~400 50/60  0.56/0.61 150/201 2600/2900 577/633 2.26/3.09 77179 2600
KU225AHA(3)3B(OR) 380~400 50/60 0.56/0.48 160/200 2/700/3000 599/635 2.35/3.20 78/80 2600

SR, FAH()RFREME, (3)EX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

28k Specification

BT EIE S, HEZAREAZR! Please contact customer service in case any update information! KAKU‘@
www.shKAKU.com




I Centrifugal Fan KAKU@’
KU-225B OR series

(0225 x99 mm) 89 | oo,
®8.86 x 3.9 inch :

| ®58.0
1R{EIBE Operating Temperature:  -10°C ~ +70°C : :
______________________________________________ \
TF#IEE Storage Temperature: -40°C ~ +85°C \
/

LPEERN 2EIREMGERIEA

Bearing System:  Fully sealed long life double ball bearings r
¥ RASEVMERLRREGRLEEIE RECTREEEE Eﬁ
Impeller: Aluminum plate stamping tensile forming

with laser welding process,surface treatment
(ED coating+powder coating)

®153+1
®146.0 °°

M4 X 5PCS

5|4 RE Lead Wires: 450mm

Pa Inch-H>O
3.60

864 -

7201288 F

576 -
216

432 -
144
288

Static Pressure (Max rpm)

0.72 F
144 -

0 160 320 480 640 CFM

0 320 640 960 1280 m3/h
Air Flow (Max rpm)

() 2600 RPM (® 2900 RPM
(® 2700RPM () 3000 RPM

AT -\ |

SAVER E311598

RoHs CG

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise evel Weight

28R Specification

Pressure
ERE(V) 3ERMHz) FERA) HEW) #HERPM) REZ(CEM) #8E(nch-HO0) KRE(dbA) Z==Z(9)
. KU225BHA(1)1B(OR) 110~120 50/60 1.88/2.00 155/200 2600/2900 649/734 2.43/3.31 78/80 2650
. KU225BHA(1)2B(OR) 220~240 50/60 0.95/0.96 154/195 2600/2900 649/734 2.43/3.31 78/80 2650
. KU225BHA(1)3B(OR) 380~400 50/60 0.54/0.59 146/193 2600/2900 649/734 2.43/3.31 78/80 2650

. KU225BHA(3)3B(OR) 380~400 20/60 0.56/0.47 154/188 2/700/3000 674/759 2.52/3.42 79/81 2650
AR, REP()RFEME, (3)FX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!
www.shKAKU.com




K&Ku(@ Centrifugal Fan B

KU-250A OR series

. 8911 g ®250t1
(0250 x 89 mm) 29 761 310 3%
®9.84 x 3.5 inch : —
¥{EBE Operating Temperature:  -10°C ~ +70°C N ¥ ; j
TFIEE Storage Temperature: -40°C ~ +85°C ) |
)

L VN £ EHREMERIRTA
Bearing System:  Fully sealed long life double ball bearings

X Iy BRsRVEENARIIAERIE RECTKEEREE

Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment
(ED coating+powder coating)

®173+1
D 1645 0

I

|

|

i
®255.0 $%°

M4 X 5PCS

5| RE Lead Wires: 450mm

Pa Inch-H,O

3.60
864 - Y

720 2.88

576
2.16

432 -

1.44
288 -

Static Pressure (Max rpm)

0.72
144 -

0 200 400 600 800 CFM

0 400 800 1200 1600 m3/h
Air Flow (Max rpm)

() 2600 RPM ® 2900 RPM
(O 2700RPM () 3000 RPM

AT - \ |

SAVER E311598

RoHs C€

Noise Level Weight

28k Specification

Air Flow Max.Static
Pressure

EB(V) H\ERMHz) =BREA) HEW) HERPM) EE(CFM) #E(nch-H0) IRE(dbA) EE(9)
KU250AHA(1)1B(OR) 110~120 50/60 1.90/2.15 163/216 2600/2900 7/73/849 2.63/3.48 79/81 27350
KU250AHA(1)2B(OR) 220~240 50/60 0.97/1.05 163/211 2600/2900 773/849 2.63/3.48 79/81 2750
KU250AHA(1)3B(OR) 380~400 50/60 0.57/0.62 135/202 2600/2900 773/849 2.63/3.48 79/81 2750
KU250AHA(3)3B(OR) 380~400 50/60 0.56/0.48 164/203 2/700/3000 803/878 2.1313.58 80/82 2750

SR, FAH()RFREME, (3)EX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

Voltage Frequency Current Power Speed

BT EIE S, HEZAREAZR! Please contact customer service in case any update information! KAKU‘@
www.shKAKU.com




I Centrifugal Fan KAKU@’
KU-250B OR series

. 99+1 i 3 ®250t1 i
(®250 x 99 mm) 29 g o
0 9.84 x 3.9 inch 1 ) 058.0
#2{EiRE Operating Temperature: -10°C ~ +70°C N F ;

TF#IEE Storage Temperature: -40°C ~ +85°C . |

L VEES S S EHREWERITEA
Bearing System:  Fully sealed long life double ball bearings

X Iy SReWVEENARIAAERIE RECTKEERE

Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment
(ED coating+powder coating)

Z
+0.5
0

®173x1

D164.5
®255.0 ;0

M4 X 5PCS

5|4 RE Lead Wires: 450mm

Pa Inch-H>O
3.60

864 -

7201288 F

576 -
216

432 -

144
288 -

Static Pressure (Max rpm)

0.72 F
144 -

0 200 400 600 800 CFM

0 400 800 1200 1600 m3/h
Air Flow (Max rpm)

() 2600 RPM (® 2900 RPM
(® 2700 RPM

AT -\ |

SAVER E311598

RoHs CE

Voltage Frequency Current  Power Speed Air Flow Max.Static  Noise evel Weight
Pressure

EB(V) H\ERMHz) =‘BREA) HEW) HERPM) EE(CFM) 7E(inch-HO) IRE(dbA) EE(9)
@ KU250BHA(1)1B(OR) 110~120 50/60  1.48/2.10 155/223 2600/2700 846/903 2.61/3.38 80/81 3000
@ KU250BHA(1)2B(OR) 220~240 50/60 0.80/1.10 157/229 2600/2700 846/903 2.61/3.38 80/81 3000
@ KU250BHA(1)3B(OR) 380~400 50/60 0.48/0.65 153/223 2600/2700 846/903 2.61/3.38 80/81 3000
@ KU250BHA(3)3B(OR) 380~400 50/60 0.40/0.44 151/212 2600/2900 846/9/0 2.61/3.60 80/82 3000

AR, REP()RFEME, (3)FX=4 *Note: (1)represent single-phase,(3)represent triphase in the form.

28R Specification

K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!
www.shKAKU.com




RORV.

KU-280A OR series

(0280 x 125 mm) 515 935
®11.02 x4.92 inch '

=
10°C ~ +70°C \ — %

Fi#EE Storage Temperature: -40°C ~ +85°C ‘ \
B 2 A EEHREWERIEA :
Bearing System:  Fully sealed long life double ball bearings

X Iy BRsRVEENARIIAERIE RECTKEEREE L]

Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment
(ED coating+powder coating)

Centrifugal Fan B

®280%1

A
Y
A

Y

A
|
Y

®58.0

#R{EIBE Operating Temperature:

®182.0 ;°°

®190.3+1.0

M PCS
BIERE Motor Base: #H&€REiE Die Casting Aluminum ]Hu 4X5
5|48RE Lead Wires: 450mm
Pa Inch-H;O
3.60

864 -

720 2.88

576
2.16

432 -

1.44
288 -

Static Pressure (Max rpm)

0.72
144 -

0 300 600 900 1200 CFM
0 600

1200 1800 2400 m3/h

Air Flow (Max rpm)

() 2500 RPM
(® 2600 RPM

AT - \ |

RoHs C€

28k Specification

Power

E(W)

Voltage Frequency Current
BE(V) #HEHz) ERA)

KU280AHA(1)1B(OR)
KU280AHA(1)2B(OR)
KU280AHA(1)3B(OR)  380~400 50
KU280AHA(3)3B(OR)  380~400 50

110~120 90
220~240 90

2.9
1.26
0.8
0.68

245
246
250
247

Speed Air Flow
HiE(RPM) = &(CFM)
2500 1259
2500 1259
2500 1259
2600 1309

SAVER E311598
Max.Static  Nqise Level Weight
Pressure
B (inch-H,0) 1R (dbA) EE(Q)
3.19 79 3300
3.15 79 3300
3.15 79 3300
3.28 79 3300

"B RAP(NREREME, )K=

*Note: (1)represent single-phase,(3)represent triphase in the form.

RABR AR, mEEREER!

Please contact customer service in case any update information!

RORV.

www.ShKAKU.com




Centrifugal Fan KI'.\KIJ®

KU-133A DC&EC series

((D133 X/3 mm) 114 61.6
®5.24 x 2.87 inch

s

n [} (D 58.0

1R{EIBE Operating Temperature:  -10°C ~ +70°C “

TF#IEE Storage Temperature: -40°C ~ +85°C

R RS SEHEEGERUMR | ol %
Bearing System:  Fully sealed long life double ball bearings | — ~ 2
______________________________________________ [ 2
¥ I ReeMEBNRREAERIE RECEKELEREE ‘E_
Impeller: Aluminum plate stamping tensile forming )\
with laser welding process,surface treatment Bl R '
(ED coating+powder coating) = ,

M4 X 5PCS

5|4 RE Lead Wires: 450mm

IheeiBfn Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
480-2'00
4004 1.60
3
:cé 320 -
g 1.20
®
B 240
O
s 0.80 }
-:% 160 -
w
80-0.40
0. 40 80I 12(;) — CFM
Ol 80l 1 60' 24 Ol 320l m3/h
Air Flow (Max rpm) |
‘?NERGY m RoHs C€
SL8K Specification SRVER e
Voltage  Frequency Current  Power Speed Air Flow NFl’?é;situartei;C Noise Level Weight
EE(V) JE#EHz) F|iR(mA) ThHEW) #E#ERPM) EEZ(CFM) #E(nch-H)0) KEEE(dbA) Z=|E(Q)
o KU133A2800D12B 12VDC - 1250 15 2800 145 1.33 59 520
9 KU133A3200D12B 12VDC - 1833 22 3200 166 1.92 63 520
G KU133A3600D12B 12VDC - 2500 30 3600 187 1.71 67 220
o KU133A2800D24B 24\VVDC - 625 15 2800 145 1.33 29 220
9 KU133A3200D24B 24\VDC - 917 22 3200 166 1.52 63 220
G KU133A3600D24B 24\VVDC - 1250 30 3600 187 1.71 67 220
o KU133A2800D48B 48VDC - 313 15 2800 145 1.33 29 220
9 KU133A3200D48B 48VDC - 458 22 3200 166 1.02 63 220
G KU133A3600D48B 48VDC - 625 30 3600 187 1.71 67 220
o KU133A2800D110B 110VDC - 136 19 23800 145 1.33 29 600
9 KU133A3200D110B 110VDC - 200 22 3200 166 1.52 63 600
G KU133A3600D110B 110VDC - 273 30 3600 187 1.71 6/ 600
o KU133A2800E0B 100~240VAC 50~60 200~130 14~16 2800 145 1.33 29 600
e KU133A3200E0B 100~240VAC 50~60 330~190 22~24 3200 166 1.52 63 600
KAKU‘@ RIS, mEERELR! Please contact customer service in case any update information!
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K&Ku(@ Centrifugal Fan B

KU-133B DC&EC series

91%1 ®133%1

(®133x91 mm) 94 616
®5.24 x 3.58 inch -

A
Y

1 3 .0 6-0.5

— 7 ®58.0
/)

#2{EIRE Operating Temperature: -10°C ~ +70°C

L
N\
J
______________________________________________ .
F#EE Storage Temperature: -40°C ~ +85°C E’ \
]

Bl R 4R £ EHREWERIRHAK
Bearing System:  Fully sealed long life double ball bearings

©129.0 03

®92.8+1.0
®87.0 ;*°

¥ & SesWEBNREREAAERIE RECEKHERE
Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment | =
(ED coating+powder coating) /

BiERE MotorBase: #H&&EE Die Casting Aluminum a1t

““““““““““““““““““““““““““““ 48

g|#ERE Lead Wires: 450mm

M4 X 5PCS

7y

[}
Y

L=450
IhgelEm Designed with optional features RD, o

Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O

2.00
480 - )

4004 1.60

320 -

240 A

160 -

Static Pressure (Max rpm)

0.40
80 -

I N A U :
———

0 50 100 150 200 CFM

|| ] || 1 ]
0 100 200 300 400 m3/h
Air Flow (Max rpm)

ENERGY m

SAVER E311598

RoHs C€

283 Specification

Voltage  Frequency Current  Power Speed Air Flow I\/I:I,?:;Siharic Noise Level Weight

EE(V) JEER(Hz) Bi(mA) hEW) ®H@#ERPM) REZ(CFM) #&(inch-H,0) KEE(dbA) FEE(9)
o KU133B2800D12B 12VDC - 1000 12 2800 168 1.18 8 520
0 KU133B3200D12B 12VDC - 1500 18 3200 192 1.356 62 520
O KU133B3600D12B 12VDC - 2000 24 3600 216 1.52 66 520
o KU133B2800D248B 24\V/DC - 200 12 2800 168 1.18 o8 520
9 KU133B3200D24B 24\V/DC - 750 18 3200 192 1.35 62 520
G KU133B3600D24B 24\V/DC - 1000 24 3600 216 1.52 66 520
o KU133B2800D48B 48VDC - 250 12 2800 168 1.18 o8 220
9 KU133B3200D48B 48VDC - 375 18 3200 192 1.99 62 220
G KU133B3600D48B 48VDC - 200 24 3600 216 1.92 66 220
0 KU133B2800D110B 110VDC - 109 12 2800 168 1.18 OB 600
‘3 KU133B3200D110B 110VDC - 164 18 3200 192 1.35 62 600
G KU133B3600D110B 110VDC - 218 24 3600 216 1.92 66 600
o KU133B2800EOB 100~240VAC 50~60 210~110 11~12 2800 168 1.18 o8 600
e KU133B3200E0B 100~240VAC 50~60 310~180 20~22 3200 192 1.39 62 600
G KU133B3600EOB 100~240VAC 50~60 340~220 24~26 3600 216 1.52 66 600
RNEIE LT, mEZREIZ! Please contact customer service in case any update information ! K&Kur@
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I Centrifugal Fan KAKU(@

KU-175A DC&EC series

((D 175 x68.5 mm) 66 | 619 14.0 305
®6.89x 2.7 inch i J ; 058.0

\
Y
A
Y

A
Y

#{EiRE Operating Temperature: -10°C ~ +70°C N & “
FfEE Storage Temperature: -40°C ~ +85°C 1

L VEES S S EHREWERITEA \
Bearing System:  Fully sealed long life double ball bearings

X Iy SReWVEENARIAAERIE RECTKEERE

Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment
(ED coating+powder coating)

®131+%1
®125.5 ;*°

42

M4 X 5PCS

5|4 RE Lead Wires: 450mm

IheeiBfn Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
2.00 N\

480 -

4001 1.60

320
1.20

240 -

0.80 |
160 -

Static Pressure (Max rpm)

0.40
80 1

0 100 200 300 400 CFM

I I ] ] I
0 200 400 600 800 m3/h
Air Flow (Max rpm)

“Zooo A (@) Rotis (€

28R Specification

Voltage  Frequency Current  Power Speed Air Flow I\I/:I’ar;;ssstuartéc Noise Level Weight

EE(V) JEE(Hz) Tii(mA) IhZEW) #EHERPM) ERE=Z(CFM) #E(inch-H,0) EF(dbA) =E=(9)
9 KU175A2800D12B 12VDC - 2167 26 2800 294 1.34 69 800
0 KU175A3200D12B 12VDC - 3083 37 3200 336 1.53 73 800
‘3 KU175A2800D24B 24\VDC - 1083 26 2800 294 1.34 69 800
0 KU175A3200D248B 24\V/DC - 1542 37 3200 336 1.53 73 800
9 KU175A2800D48B 48VDC - 042 26 23800 294 1.34 69 800
0 KU175A3200D48B 48VDC - 771 37 3200 336 1.53 73 800
G KU175A4000D48B 48VDC - 1563 75 4000 420 1.91 79 800
e KU175A2800D110B 110VDC - 236 26 2800 294 1.34 69 890
0 KU175A3200D110B 110VDC - 336 37 3200 336 1.03 73 890
o KU175A2600E0B 100~240VAC 50~60 420~260 23~25 2600 213 1.24 67 890
G KU175A3000E0B 100~240VAC 50~60 500~280 32~36 3000 319 1.43 69 890
K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!
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K&Ku(@ Centrifugal Fan B

KU-T90A DC&EC series

68.5+1.0 ®190£1

—
-

Y
A
Y

-
n

(®190 x68.5 mm)

61

: Nk - 14.0 305

D 7.48x 2.7 inch ‘I_& - ®58.0
#2{EIRE Operating Temperature: -10°C ~ +70°C : T
TE64i8E Storage Temperature: -40°C ~ +85°C N
HERG A UHRESERRNK ioowl|l] s N\
Bearing System:  Fully sealed long life double ball bearings ~ g 11 E 90 n
______________________________________________ e
B PASEMEBLRRLLERTE FHATAHEER \/ /=
Impeller: Aluminum plate stamping tensile forming /|

with laser welding process,surface treatment g ' /

(ED coating+powder coating) ) 5.
—————————————————————————————————————————————— L /,‘ - 1 A |
BERE MotorBase: 4B Die Casting Aluminum £ 46 ) M e

g|#ERE Lead Wires: 450mm

igEiEN Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
3.00
720 -
600 - 2.40
3
% 480
é 1.80
o
@ 360 -
O
= 1.20
£ 240-
N
0.60
120 -
0 100 200I 3()(..).I 400 | CFM
Ul 200l 400l 600l 8(:)0l m3/h
Air Flow (Max rpm)
?NERGY m RoHs C€
28R Specification SAVER oo
Voltage  Frequency Current  Power Speed Air Flow lel’ar:;sitjartei;c Noise Level Weight
BEE(V) JEEHz) FER(mA) ThERW) #E&RRPM) REE(CFM) #FE(nch-H)0) KEE(dbA) Z=E(9)
o KU190A2800D24B 24VDC - 2125 o1 2800 400 2.24 74 1200
0 KU190A3200D24B 24VDC - 3933 80 3200 457 2.56 7f 1200
o KU190A2800D48B 48VDC - 1063 o1 2800 400 2.24 74 1200
‘3 KU190A3200D48B 48VDC - 1667 80 3200 457 2.56 77 1200
0 KU190A2800D110B 110VDC - 464 o1 2800 400 2.24 74 1430
‘3 KU190A3200D110B 110VDC - f2F 80 3200 457 2.56 77 1430
0 KU190A2800E1B 115VAC 20~60 670 49 2800 400 2.24 74 1430
e KU190A3200E1B 115VAC 20~60 1030 ’f7 3200 457 2.56 77 1430
o KU190A2800E2B 230VAC 20~60 420 20 2800 400 2.24 74 1430
e KU190A3200E2B 230VAC 20~60 620 ’f7 3200 457 2.56 77 1430
RHEIE S, BHEERBZ! Please contact customer service in case any update information! KAKU‘@

www.ShKAKU.com




I Centrifugal Fan KAKU(@

KU-220A DC&EC series

(0220 x71 mm) 63 | 647
®8.66 x 2.8 inch k
\

Y

®58.0

1R{EIBE Operating Temperature:  -10°C ~ +70°C
TF#IEE Storage Temperature: -40°C ~ +85°C

L VEES S EEIHREMERIRTA
Bearing System:  Fully sealed long life double ball bearings

X Iy SReWVEENARIAAERIE RECTKEERE

Impeller: Aluminum plate stamping tensile forming
with laser welding process,surface treatment
(ED coating+powder coating)

®158.8+1.0
®151.0 ;°°

M4 X 5PCS

5|4 RE Lead Wires: 450mm

IheeiBfn Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
3.00

120+

6004 2.40

N
Qo
o

1.80

360 -

1.20 |
240 -

Static Pressure (Max rpm)

0.60
120 -

0 130 260 390 520 CFM

1 I ] ] I
0 260 520 780 1040 m3/h
Air Flow (Max rpm)

RoHs C€

‘?ENERGY “)
SAVER E311598

28R Specification

Voltage  Frequency Current  Power Speed Air Flow NFl’?é;situartei;C Noise Level Weight

EE(V) JEE(Hz) Tii(mA) IhZEW) #EHERPM) ERE=Z(CFM) #E(inch-H,0) EF(dbA) =E=(9)
0 KU220A2600D24B 24\VDC - 2500 60 2600 o47 2.35 74 1350
9 KU220A3000D24B 24\VVDC - 3958 95 3000 631 2.71 /8 1350
o KU220A2600D48B 48VDC - 1250 60 2600 o47 2.35 74 1350
9 KU220A3000D48B 48VDC - 1979 95 3000 631 2.71 /8 1350
0 KU220A2600D110B 110VDC - 045 60 2600 o47 2.35 74 1580
9 KU220A3000D110B 110VDC - 864 95 3000 631 2.71 /8 1580
0 KU220A2600E1B 115VAC 20~60 840 62 2600 o47 2.35 74 1580
e KU220A3000E1B 115VAC 20~60 1330 100 3000 631 2.71 /8 1580
o KU220A2600E2B 230VAC 20~60 480 60 2600 o47 2.35 74 1580
e KU220A3000E2B 230VAC 50~60 790 100 3000 631 2.71 /8 1580

KAKU‘@ B S, FEZMRELZR! Please contact customer service in case any update information!

www.SshKAKU.com




K&Ku(@ Centrifugal Fan B

KU-225A DC&EC series

. 85+1.0 _ . ©225+1 _
(0225 x 85 mm) 15 s 0
®8.86 X 3.35 inCh m _)“ —~ ®58.0
#2{EIRE Operating Temperature: -10°C ~ +70°C J\j ; “ [/ |/ /
F#EE Storage Temperature: -40°C ~ +85°C \ ~

Bl R 4R SEHREMERREA
Bearing System:  Fully sealed long life double ball bearings

X Iy SRshMERNEREAERIE RECEXEERE

Impeller: Aluminum plate stamping tensile forming s —L
with laser welding process,surface treatment
(ED coating+powder coating)

D153+1
®146.0 ;°°
|
I
|
®223.0 ;*°

M4 X 5PCS

g|#ERE Lead Wires: 450mm

héeiEm Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
3.00
720 -
600 - 2.40
3
% 480
é 1.80
o
@ 360 -
O
= 1.20
£ 240-
N
0.60
120 -
0 150 30[; 456 600 — FM
UI 300l BOOI 900l 1 ZDOI m3/h
Air Flow (Max rpm)
Vo QY RoHs (€
28R Specification SAVER oo
Voltage  Frequency Current  Power Speed Air Flow I\I/:I’?:;sitjaric Noise Level Weight
BEE(V) JEEHz) FER(mA) ThERW) #E&RRPM) REE(CFM) #F#E(nch-H)0) KEZ(dbA) Z=E(9)
o KU225A2400D24B 24VDC - 3417 82 2400 606 2.36 [4¢ 1800
0 KU225A2600D24B 24VDC - 4167 100 2600 657 2.56 7f 1800
o KU225A2400D48B 48VDC - 1708 82 2400 606 2.36 [4¢ 1800
0 KU225A2600D48B 48VDC - 2083 100 2600 657 2.56 77 1800
0 KU225A2400D110B 110VDC - 745 82 2400 606 2.36 75 2030
‘3 KU225A2600D110B 110VDC - 909 100 2600 657 2.56 77 2030
0 KU225A2400E1B 115VAC 20~60 1160 84 2400 606 2.36 75 2030
e KU225A2600E1B 115VAC 20~60 1380 104 2600 657 2.56 77 2030
o KU225A2400E2B 230VAC 20~60 670 83 2400 606 2.36 75 2030
e KU225A2600E2B 230VAC 50~60 770 103 2600 657 2.56 [ 2030
RHEIE S, BHEERBZ! Please contact customer service in case any update information! KAKU‘@

www.ShKAKU.com




I Centrifugal Fan KAKU(@

KU-225B DC&EC series

(0225 x99 mm) 89 | oo
®8.86 x 3.9 inch :

A
Y
A
Y

®58.0

#2{EiRE Operating Temperature: -10°C ~ +70°C

TF#IEE Storage Temperature: -40°C ~ +85°C

L VEES S S EHREWERITEA
Bearing System:  Fully sealed long life double ball bearings

X K SesiWEBRRAREETtERIE RECEKEEEE
Impeller: Aluminum plate stamping tensile forming

¥

= = |
N

O153*£1

By ! —
= —
=l
S
2
4
I'I
."”
4]
|_.
I

with laser welding process,surface treatment i

(ED coating+powder coating)
______________________________________________ M4 X 5PCS
HIEKE MotorBase: & &EiE Die Casting Aluminum > \ -
5|&RE Lead Wires: 450mm "'

IheeiBfn Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
3.00

120+

6004 2.40

480 -
1.80

360 -

1.20 |
240 -

Static Pressure (Max rpm)

0.60
120 -

0 150 300 450 600 CFM

1 I ] ] I
0 300 600 900 1200 m3/h
Air Flow (Max rpm)

RoHs C€

‘?MERGY “)
SAVER E311598

28R Specification

Voltage  Frequency Current  Power Speed Air Flow hl/zl’ar:;ssstjartéc Noise Level Weight

EE(V) JEE(Hz) Tii(mA) IhZEW) #EHERPM) ERE=Z(CFM) #E(inch-H,0) EF(dbA) =E=(9)
0 KU225B2400D248B 24\VDC - 3417 82 2400 648 2.41 76 1780
9 KU225B2600D24B 24\VVDC - 4167 100 2600 702 2.61 /8 1780
o KU225B2400D48B 48VDC - 1708 82 2400 648 2.41 76 1780
9 KU225B2600D48B 48VDC - 2083 100 2600 702 2.61 /8 1780
0 KU225B2400D110B 110VDC - 745 82 2400 648 2.41 76 2010
9 KU225B2600D110B 110VDC - 909 100 2600 702 2.61 /8 2010
0 KU225B2400E1B 115VAC 20~60 1150 83 2400 648 2.41 76 2010
e KU225B2600E1B 115VAC 20~60 1380 104 2600 702 2.61 /8 2010
o KU225B2400E2B 230VAC 20~60 640 82 2400 648 2.41 76 2010
e KU225B2600E2B 230VAC 20~60 /780 104 2600 702 2.61 /8 2010
K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!

www.SshKAKU.com




K&Ku(@ Centrifugal Fan B

KU-250A DC&EC series

. 89+t1 _ . ®250£1 _

(©250 x 89 mm) 2ol e no;
®9.84 x 3.5 inch - J
#2{EIRE Operating Temperature: -10°C ~ +70°C F ;
F#EE Storage Temperature: -40°C ~ +85°C \
B R 4 SEHREMERREA E 3: ”o;;,
Bearing System:  Fully sealed long life double ball bearings bl = A | -
—————————————————————————————————————————————— e 5 e
X Iy SRshMERNEREAERIE RECEXEERE
Impeller: Aluminum plate stamping tensile forming

with laser welding process,surface treatment

(ED coating+powder coating)

g|#ERE Lead Wires: 450mm

héeiEm Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
3.00

720+

6004 2.40

480 -
1.80

360 -

1.20
240 -

Static Pressure (Max rpm)

0.60
120 -+

0 150 300 450 600 CFM

|| ] || I ]
0 300 600 900 1200 m3/h
Air Flow (Max rpm)

28k Specification

Voltage  Frequency Current  Power Speed Air Flow Max.Static  Noise Level Weight

Pressure
EE(V) JEE(Hz) TEi(mA) IhZEW) EERPM) E=Z(CFM) #F8E(nch-H,0) MEE(dbA) E=(9)
e KU250A2600D24B 24\V/DC - 4625 111 2600 699 2.93 79 1760
9 KU250A2600D48B 48VDC - 2270 109 2600 699 2.93 79 1760
0 KU250A2500E1B 115VAC 20~60 1350 100 2500 672 2.82 /8 1850
0 KU250A2500E2B 230VAC 20~60 700 103 2500 672 2.82 /8 1850
RIS, mEZREZR! Please contact customer service in case any update information! KAKU@’

www.ShKAKU.com




I Centrifugal Fan KmKu@
KU-250B DC&EC series

. 990+1 _ . ®250+1 _

(©250 x 99 mm) 2w no
0 9.84 x 3.9 inch I )ﬂ ©58.0
1R{EIBE Operating Temperature:  -10°C ~ +70°C ¥ ;
Fi#EE Storage Temperature: -40°C ~ +85°C \ ; N
ARG — 2EHREGERRER nloo% 7o \ N\
Bearing System:  Fully sealed long life double ball bearings > R S| - - H - 90\ ;
______________________________________________ S e A S
¥ I ReeMEBNRREAERIE RECEKELEREE — X \ |
Impeller: Aluminum plate stamping tensile forming XN )

with laser welding process,surface treatment

(ED coating+powder coating)

M4 X 5PCS

=

5|4 RE Lead Wires: 450mm

IheeiBfn Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
3.00

120+

6004240 F

480 -
1.80

360 -

1.20 |
240 -

Static Pressure (Max rpm)

0.60
120 -

0 150 300 450 600 CFM
|

I ] ] I
0 300 600 900 1200 m3/h
Air Flow (Max rpm)

AT -\ |

SAVER E311598

RoHs CE

Voltage  Frequency Current  Power Speed Air Flow Max.Static  Noise evel Weight

28R Specification

Pressure
EE(V) JEE(Hz) TER(mA) ThEW) #EERPM) EEZ(CFM) #E(nch-H)0) g (dbA) ZEE(Q)
0 KU250B2400D24B 24\VVDC - 4833 116 2400 714 2.6 /8 1900
0 KU250B2400D48B 48VDC - 2270 109 2400 714 2.6 /8 1900
o KU250B2400E1B 115VAC 20~60 1420 105 2400 714 2.6 /8 2000
o KU250B2400E2B 230VAC 20~60 780 107 2400 714 2.6 /8 2000
K&K‘J@ B S, FEZMRELZR! Please contact customer service in case any update information!

www.SshKAKU.com




RORV.

Centrifugal Fan B

KU-280A DC&EC series

(®280 x 125 mm) ————
®11.02 x4.92 inch e ,

#2{EIRE Operating Temperature: -10°C ~ +70°C )
F#EE Storage Temperature: -40°C ~ +85°C \ \
B E A SEHEES SRR L[

Bearing System:  Fully sealed long life double ball bearings '

X Iy SRshMERNEREAERIE RECEXEERE |
Impeller: Aluminum plate stamping tensile forming '
with laser welding process,surface treatment

|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
®190.3+1.0
®182.0 ;°°

(ED coating+powder coating)

BIEKE MotorBase: #H&EEE Die Casting Aluminum 64 L

SRR Lead Wires: 450mm |

héeiEm Designed with optional features RD,
Options: Tach/FG, PWM, 0-10V function

Pa Inch-H,O
3.00

720 - N

6004 2.40

480 -
1.80

360 -

1.20
240 -

Static Pressure (Max rpm)

0.60
120 -+

L A .
0 250 500 750 1000 CFM
1 ] || I I
0 500 1000 1500 2000 m3/h

Air Flow (Max rpm)

28k Specification

Voltage Current Power

Frequency Speed

Air Flow

®280+*1
®58.0
&
/ e o
ﬂ |
S
f o\
\ \9 _ 90 I
\ R
| Y
< _ | _ v
- N
P
= /
M4 X 5PCS

AT - \ |

SAVER

Max.Static

Pressure

E311598

RoHs C€

Noise Level Weight

EE(V) 5% (Hz) TEiR(mA)

E(W)

(® KU280A2200D24B 24VDC - 4625 111 2200
() KU280A2200D48B 48VDC - 2270 109 2200
() KU280A2100E1B 115VAC 20~60 1430 106 2100
¢) KU280A2100E2B 230VAC 20~60 700 103 2100

1029
1029

®iE(RPM) = E(CFM)

1078
1078

$a(nch-H,0) @E(dbA) =&(Q)

2.36 /6 2050
2.36 76 2030
2.:20 4= 2130
2.:20 4= 2130

RABR AR, mEEREER!

Please contact customer service in case any update information!

RaRv. BT

www.ShKAKU.com




I Centrifugal Fan

KA-420-5 4P series

(L1420 x 120 mm)
16.54 x4.72 inch

120.0£0.5

5.0%0.3
*'T: Ir.ﬁ

\ois |
Operating Temperature: -50°C ~ +70°C I} |

Storage Temperature: -20°C ~ +80°C

[J420.0X0.5

320.0£0.5

Construction: Light metal marterial impeller & frame

"""""""""""""""""""""""" 7] BN
Frame Flanged f \
Protection: TP { % 11
| | ®7
Pa Inch-H,O
200 % )
2001080 F

160 +
0.60 k

120 -
040 F

80 -

Static Pressure (Max rpm)

0.20
40 -

0 600

1200 1800 CFM
0 1200 2400 3600 4800 md/h
Air Flow (Max rpm)
() 50Hz
(® 60Hz

AT - \ |

SAVER E311598

RoHs C€

28R Specification

Max.Static

@ KA420
@ KA420
@ KA420

A(1)1BM"
A(1)2BM"
A(1)3BM"

-5-4
-5-4
-5-4

A(3)3BM"

-5-4

D
D
D
D

Voltage Frequency
JEER (Hz)

ER(V)

110~120
220~240
380~400
380~400

50/60
50/60
50/60
50/60

Current
B(A)

3.00/4.20
1.80/2.20
0.90/1.40
0.70/0.65

Power
Ih 2= (W)

308/472
310/475
312/480
309/476

Speed
HiE(RPM)

1400/1700
1400/1700
1400/1700
1400/1700

Air Flow
&£ (CFM)

2356/2640
2356/2640
2356/2640
2356/2640

Pressure

5%/8 (inch-H,0)

0.58/0.33
0.58/0.33
0.58/0.33
0.58/0.33

80/84
80/84
80/84
80/84

Noise Level Weight
E&(dbA) EE(9)

9000
9000
9000
9000

"B

RHP()RREME, (3)RF=1H

RORV.

*Note: (1)represent single-phase,(3)represent triphase in the form.

www.SshKAKU.com

RMBIERA, FRERER!

Please contact customer service in case any update information!



Centrifugal Fan B

RORV.

KA-420-7 4P series

(L1420 x 120 mm)
16.54 x4.72 inch

120.0+0.5

5.0%0.3
*IC %.F

U

—_—r

[J420.0£0.5

320.0+0.5

Operating Temperature: -50°C ~ +70°C I

Storage Temperature: -20°C ~ +80°C

Construction: Light metal marterial impeller & frame

Protection: TP

Pa Inch-H,O
1.00

240 A

200 0.80

160 -
0.60

120 -~

0.40
80 -

Static Pressure (Max rpm)

0.20
40 A

0 600 1200 1800 CFM

0 1200 2400 3600 4800 m3/h
Air Flow (Max rpm)

() 50Hz

G 60Hz

AT -\ |

SAVER E311598

RoHs C€

28k Specification

Voltage Frequency Current  Power Speed Air Flow NFI’?;éSsLaric Noise Level Weight

EE(V) ERMHz) BER(A) HERW) #HERRPM) RE=Z(CFM) #FE(nch-H,0) KRE(dbA) E=(9)
KA420HA(1)1BMT-7-4P  110~120 20/60 2.00/1.90 170/215 1400/1700 2273/2553 0.80/0.45 75/80 9150
KA420HA(1)2BMT-7-4P 220~240 20/60 1.00/1.20 185/240 1400/1700 2273/2553 0.80/0.45 75/80 9150
KA420HA(1)3BMT-7-4P 380~400 20/60 0.70/0.80 187/245 1400/1700 2273/2553 0.80/0.45 75/80 9150
KA420HA(3)3BMT-7-4P 380~400 20/60 0.65/0.60 183/243 1400/1700 2273/2553 0.80/0.45 75/80 9150

"B RAP(NREREME, )K=

*Note: (1)represent single-phase,(3)represent triphase in the form.
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Please contact customer service in case any update information!
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Shanghai KAKU Electric Equipment Co.,Ltd.

Motk /Add: _EdgTiRl L E%26015% (REES) T1RE2682G&H 200030
26F ,G&H, T1,2601 Xietu Rd. Shanghai 200030

&= sa/Tel: 86-021-6426-0133 6426-0134

{5 E /Fax: 86-021-6426-2244

E-mail: shkaku@shkaku.com

e

EEFERBRBRAT
Taiwan KAKU Technology Co.,Ltd.
Mok /Add: #FrAEHRBEEZRB163E 1558712
/F,No.15, 163 Xinyi Rd. Bangiao, Taiwan, Xinbei District
=55 /Tel: 886-2- 8951-8644
{8 H /Fax: 886-2- 8951-4760
E-mail: kaku8922@yahoo.com.cn

EFEFEZES#I EH (F) =717 FY

Korea KAKU Trading Co.,Ltd.

MEA| FHS 7H4AFs 345-90 of2fA| 0448 2] 1608 = (153-706)
Tel: 02-861-0632 0631 0630

Fax: 02-861-0131

E-malil: koreakaku@naver.com

www.shKAKU.com
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